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TYPICAL EXTERIOR TYPICAL FOUNDATION TYPICAL 1 TYPICAL SLAB ON
TYPICAL WOOD
FOUNDATION WALL WALL at WALK—OUT PARTY WALL GRADE TRUSS ROOF
W—A W—B wW=¢p F—A R_A
~ 8" CONCRETE FOUNDATION BETWEEN —~ 8" CONCRETE FOUNDATION = 5/8" TYPE "X GYPSUM BOARD ~ 3" CONCRETE SLAB ON — MINIMUM 210lb. ASHPHALT SHINGLES
EACH SIDE OF _ .
— ASPHALTIC DAMP PROOFING TO - R10 Am__ HI,QAV RIGID IINSULATION Céz:gcz ~ 2 ROWS OF 2x4 STUD WALLS at = 6mil POLY DAMP PROOFIN — MINIMUM 368” WIDE EAVE PROTECTION TO MINIMUM 12”
FINISHED GRADE 2'-0" BELOW FINISHED GRADE) 16%.c. SET 1 APART GRANULAR "A” BASE (COMPACT IN INSIDE INNER FACE OF WALL
~ R12 BATT INSULATION— FULL HEIGHT ~ SEE FOUNDATION PLANS FOR EXTENT OF — APSORPTIVE MATERIAL TO FILL ~ MINIMUM 8" THICK LAYERS) ~ MINIMUM 36" WIDE VALLEY FLASHINGS AS REQUIRED
~ mﬁ .,ﬁw%w&@o%?m%a% WALL TO TOP OF FOOTINGS (MIN. 4'~0” CAVITIES BOTH SIDES ~ PROVIDE SAWN CONTROL JOINTS c/w ROOF VENTS WITH UNOBSTRUCTED FREE AREA OF 1:300
OQW,EZ%@WO AND SEALED BELOW GRADE) ~ OFFSET AND COMPLETELY SEAL ALL JOINT FILLER ~ OF ,z_wcz/joz CEILING AREA
JUNCTION BOXES 7/16” PLYWOOD, WAFERBOARD OR 0.S.B. SHEATHING c/w
s s = GAS PROOF GYPSUM BOARD TO BE _ EDGE CLIPS ON __
A L USED IN GARAGES ~ PRE-ENGINEERED WOOD TRUSSES at 24”o.c.
= SIMILAR TO 0.B.C. ASSEMBLY NO. R50 INSULATION AT BOTTOM CHORD OF CEILING JOISTS
_ W13a _ INSULATION BAFFLES & AIR CHANNELS TO ENSURE
_ FRR. = 1h, S.T.C. RATING = 57 ADEQUATE VENTILATION
- _ Bmil CONTINUOUS POLY VAPOUR BARRIER
_ © " 1/2” GYPSUM CEILING BOARD
| _ IN SLOPED AREAS (SCISSOR TRUSSES WHERE NOTED ON
_ PLANS) PROVIDE R31 BATT INSULATION (MINIMUM) &
ENSURE 3" AIR SPACE BETWEEN INSULATION AND ROOF
TYPICAL BASEMENT TYPICAL EXTERIOR TYPICAL FRAMED SHEATHING
WALL at STEPPED SIDING WALL FLOOR
W—C|  CONDITION W=D F—B .
— PREFINISHED HORIZONTAL SIDING — PREFINISHED HORIZONTAL SIDING - 5/8" T&G SUBFLOOR ON mwﬂ_mz.@/m%w%gmm%@%o IS 0.6m~1.2m)
- 1” (R5.0) RIGID INSULATION - 1” (R5.0) RIGID INSULATION = 2x8 SPRUCE FLOOR JOISTS at 16”0.c. or ~ ) LAYERS OF EXTERIOR GRADE 5/8"
2x6 WOOD STUDS at 1670.c. 2x6 WOOD STUDS at 1670.c. 12”0.c. (AS NOTED ON PLANS) TYPE 'Y’ GYPSUM BOARD
~ R22 BATT INSULATION ~ R22 BATT INSULATION ~ 2x2 CROSS BRIDGING at 6'=10" MAXIMUM
~ 6mil POLY VAPOUR/AIR BARRIER ~ 6mil POLY VAPOUR/AIR BARRIER B 1/2" GYPSUM BOARD CEILING (SECOND
~ OVERLAPPED AND SEALED ~ OVERLAPPED AND SEALED _ FLOOR ONLY)
_ 1/2" GYPSUM BOARD 1/2" GYPSUM BOARD 1/4” PLYWOOD UNDERLAY IN VINYL FLOOR
R12 BLANKET INSULATION TO MAXIMUM 8 _ ARFAS
_ ABOVE CONCRETE SLAB BATT INSULATION at EXTERIOR HEADER
OPTIONAL 2x3 WOOD STRAPPING ¢/w R1HW—D|  45min. RATING (SIDEYARD IS 0.6m-1{2m) SPACE
BATT INSULATION ~ SAME AS ABOVE WITH
-5/8” TYPE X' GYPSUM BOARD N LEU | | A =
OF 1/2” GYPSUM BOARD ™
31/2° R 51/2"
+—+ %% W—D]| 1hr. RATING (SIDEYARD IS Om—0.6m) TYPICAL WOOD
— SAME AS ABOVE WITH RAFTER ROOF
- 5/8” TYPE 'X' GYPSUM BOARD IN LIEU ] R-B
OF 1/2” GYPSUM BOARD and NON oo — MINIMUM 210lb. ASHPHALT SHINGLES
COMBUSTIBLE CLADDING ~ MINIMUM 36" WIDE EAVE PROTECTION TO MINIMUM 12”
INSIDE INNER FACE OF WALL
= MINIMUM 36” WIDE VALLEY FLASHINGS AS REQUIRED
TYPICAL INSULATED ROOF VENTS WITH UNOBSTRUCTED FREE AREA OF 1:300
FRAMED FLOOR (ABOVE OF INSULATION CEILING AREA
%@%WJ%%Z F—C|PorcH) A = 7/16” PLYWOOD, WAFERBOARD OR 0.S.B. SHEATHING c/w
— SAME”AS FLOOR ABOVE EXCEPT EDGE CLIPS ON
W—E — 6" SPRAYED URETHANE FOAM INSULATION ~ 2x6 WOOD RAFTERS at 16”0.c. (UNLESS NOTED OTHERWISE

1/2" GYPSUM BOARD

2x4 WOOD STUDS at 16”0.c.
1/2" GYPSUM BOARD

CHANGE TO 2x6 WOOD STUDS
WHERE DIMENSIONED ON PLANS

W—F

TYPICAL INTERIOR
FOUNDATION WALL

— 8" CONCRETE FOUNDATION BETWEEN
— SEE FOUNDATION PLANS FOR EXTENT
OF WALL TO TOP OF FOOTINGS

- MINIMUM R31

— SEAL JOIST SPACE FROM AIR
INFILTRATION AND COVER COMPLETELY
ALL PIPES

ON FRAMING PLAN)

R50 INSULATION AT BOTTOM CHORD OF CEILING JOISTS
INSULATION BAFFLES & AIR CHANNELS TO ENSURE
ADEQUATE VENTILATION

6mil CONTINUOUS POLY VAPOUR BARRIER

1/2" GYPSUM CEILING BOARD

R31 BATT INSULATION IN ROOF JOISTS (WHERE
APPLICABLE) & ENSURE 3" AIR SPACE BETWEEN
INSULATION AND ROOF SHEATHING
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