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DUPLEX RECEPTACLE —

\ Utilities TO BE CONTROLLED BY SWITCH

DUPLEX RECEPTACLE -
THREE WIRE CIRCUIT

DUPLEX RECEPTACLE — GROUND FAULT
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SINGLE POLE TOGGLE SWITCH

DOUBLE POLE TOGGLE SWITCH

THREE POLE TOGGLE SWITCH
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3—WAY TOGGLE SWITCH

3—WAY TOGGLE VENTILATION SWITCH
( IDENTIFIED AS SUCH ON SWITCH )
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SMOKE DETECTOR
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CARBON MONOXIDE DETECTOR

CEILING MOUNTED EXHAUST FAN

(ALL BATHROOMS AND WATER CLOSET
ROOMS TO BE MECHANICALLY VENTED)
! f ! NOTE: VENTILATION TO BE DETERMINED
IN CONFORMITY TO 0.B.C. ( 9.32 )

Unexcavated Unexcavated
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CENTRAL VACUUM OUTLET

SUPPLY AIR DUCT
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RETURN AIR DUCT

INTERIOR UNIT 32 INTERIOR UNIT 33
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NOTE: [ WATER METER

INTERIOR _UNITS 32 & 55

ELECTRICAL PLAN

DRAWINGS ARE FOR GENERAL
NOTE: REFERENCE ONLY. ALL ELECTRICAL

FIXTURE, SWITCH, & RECEPTACLE ITEMS SHOULD BE INSTALLED AS

LOCATIONS ARE APPROXIMATE. PER ELECTRICAL CODES AND
LOCAL BYLAWS.
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DRAWINGS ARE NOT TO BE SCALED. REPORT ANY DISCREPANCIES TO ORCHARD DESIGN BEFORE PROCEEDING WITH THE WORK.




